Bid 11-02
Paving of Various Roads for the Town of Swampscott

Addendum #1
September 10, 2010
The following are clarifications and answers to the questions raised at the Pre-Bid Conference held on Tuesday, August 31st at 10:00 am at Swampscott Town Hall.  In addition, several more streets have been added by the City of Salem for this bid.  The Streets are listed in an attachment along with a pricing sheet for Salem streets.  Special provisions for Salem only streets are also attached to this addenda.  Finally, a Salem specific technical specification is also attached.  All other requirements of the Swampscott bid package as contained in Bid # 11-02 shall also pertain to the City of Salem’s streets and related work therein.  
Contract award will be based on the lowest bid for each community.  Therefore, two separate contracts may be awarded for Bid #11-02, one for the Town of Swampscott and another for the City of Salem.  

The following are clarifications and answers to questions raised at the pre-bid conference:
1:  In accordance with the technical specification for Items 6,7:  Structures Adjusted, and the referenced Section 220 of the Massachusetts Standard Specifications, use of risers will not be permitted in adjustment of structures.

2:  In accordance with the technical specification for Item 8:  Gate Box Adjusted, and the referenced Section 300 of the Massachusetts Standard Specifications, use of risers will not be permitted in the adjustment of gate boxes.

3:  With regard to Bid Item 9, Hot Poured Rubberized Asphalt Sealer (Sealer), the quantity presented includes lateral abutting joints only.  The maximum length of longitudinal joints shall be such that the temperature of the mixture of the joint shall not be less than 200°F, when abutting mixture is placed.  If the paving sequence or other conditions cause the joint temperature to fall below 200°F, the joint shall be treated prior to laying the next lane of bituminous concrete by coating with Sealer. The method of measurement for additional Sealer beyond the specified quantity may be billed at the unit price for Bid Item 9.  This is in accordance with the Technical Specification for Bid Items 2,4: Hot Mix Asphalt Pavement and the referenced Section 460 of the Massachusetts Standard Specifications.
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