SECTION 01500

TEMPORARY FACILITIES

1.
GENERAL REQUIREMENTS
A.
The Contractor shall be responsible for providing and maintaining all temporary facilities until Substantial Completion.  Removal of such prior to Substantial Completion must be with the concurrence of the Architect.  The Contractor bears full responsibility for reproviding any facility removed prior to Substantial Completion.
B.
Removal of all temporary facilities shall be a condition precedent to Substantial Completion unless directed otherwise by the Architect or specifically noted in the specifications.

C.
The Contractor must comply with all safety laws and regulations of the Commonwealth of Massachusetts, the United States Government, and local government agencies applicable to Work under this contract.  The Contractor's attention is directed to the Commonwealth of  Massachusetts, Department of Labor and Workforce Development Regulations.

2.
TEMPORARY TOILETS

A.
The Contractor shall provide and service an adequate number of toilet booths with chemical type toilets.

B.
The toilets shall be erected in a location approved by the Architect and shall be maintained by the Contractor in a clean and orderly condition in compliance with all local and state health requirements.

3.          TEMPORARY CONSTRUCTION BARRIER
A.
The Contractor shall be responsible for providing and maintaining temporary fencing or barricades around the construction as may be necessary to assure the safety of all persons authorized or unauthorized.  Such protective measures shall be located and constructed as required by local, state, and federal ordinances, laws, codes, or regulations.

4.
MATERIAL HANDLING

A.
Materials shall be handled, stored, installed, cleaned, and protected in accordance with the best practice in the industry and, except where otherwise specified in the Contract Documents, in accordance with manufacturer's specifications and directions.

B.
The Contractor must obtain the permission of the Owner for the use of any storage facilities available on site, but the Owner assumes no responsibility for articles stored. 

5.
HOISTING FACILITIES

A.
Except as otherwise specified, the Contractor shall provide, operate, and remove material hoists, cranes, and other hoisting as required for the performance of the Work by all trades.  All such hoisting service shall be without cost to the Subcontractors.

6.
TEMPORARY WATER

A.
The Contractor shall pay the cost of water consumed by trades until Substantial Completion.
B.
The Contractor shall provide an adequate supply of cool drinking water with individual drinking cups for personnel on the job.

C.
The Contractor may make use of the available water supply at the site for construction purposes, provided the permission of the Owner is obtained beforehand and only as long as the water is not used wastefully.

D.
The Contractor shall provide all necessary piping and hoses to utilize the available sources of water. 

7.          TEMPORARY ELECTRICITY

A.
The Contractor may make use of the electricity available at the site, metered and paid for by the Owner, provided that the Contractor shall supply proper adapters and extension cords.

(1.)
Where heavy duty electric equipment drawing current in excess of 15 amperes is involved, the Contractor shall provide temporary service to supply the power.

(2.)
The temporary electric service shall include, but not be limited to labor, materials, and equipment necessary to supply temporary power of adequate capacity for the project. 

(3.)
Transformers and meters, when required by the power company, will be furnished by the power company and the contractor shall pay the costs therefore.


All temporary work shall be provided in conformity with the National Electric Code, State laws, and requirements of the power company.  Particular attention is called to Commonwealth of Massachusetts, Department of Labor and Workforce Devlopment Regulations.

8.        PROJECT SIGN

A.
The Contractor shall provide, and install where directed by the Architect, one project sign.

B. The sign shall be plywood, MDO Exterior APA, 4 ft. by 8 ft., supported on two 4 in. by 4 in. posts, with adequate bracing.  Paint all surfaces with sign paint and provide lettering of size and type as directed by the Architect.  The sign shall read as follows (including the name and address of the Contractor):
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