CURB REMOVED AND RESETFOOT
DESCRIPTION:

This item of work shall consist of removing and resetting existing curb as needed, where damaged or directed by Engineer.

REFERENCES:

Materials and construction methods shall conform, insofar as applicable, to the requirements of the Massachusetts Standard Specifications for Highways and Bridges, dated 1988, together with all errata addenda, additional revisions, and supplemental specifications, all of which are hereinafter referred to as the Massachusetts Standard Specifications.

MATERIALS:

Material and methods of curb removed and reset shall conform to the relevant provisions of Section 580 of the Standard Specifications.
CONSTRUCTION METHODS:

Where wheelchair ramps and driveways are located, the existing curb shall be used for the transition curb to the maximum extent possible. Therefore the work shall require the removal of sufficient length of the existing curb to provide adequate transition, any cutting of the curb either in-place or after removal, and resetting the curb. The contractor shall be responsible for determining the exact lengths of curb based on field conditions and the MHD’s Wheelchair Ramp Standards (10/8/97). 

METHOD OF MEASUREMENT AND BASIS OF PAYMENT:

Curb removed and reset shall be measured of the actual number of feet of existing curb removed and reset. Payment for this item will be at the contract unit price bid per foot and shall constitute full compensation and payment for all labor, equipment and materials including excavation and backfill, hot mix asphalt for patching after the curb installation is complete, any sawcutting for removal of the curb, any cutting of the curb and for all incidentals required to finish the work, complete and accepted by the Engineer.
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