HOT MIX ASPHALT PAVEMENT TON

DESCRIPTION:

This item of work shall consist of furnishing and placing hot mix asphalt pavement.

REFERENCES:

Materials and construction methods shall conform, insofar as applicable, to the requirements of the Massachusetts Standard Specifications for Highways and Bridges, dated 1988, together with all errata addenda additional revisions, and supplemental specifications, all of which are hereinafter referred to as the Massachusetts Standard Specifications.

MATERIALS:

Materials and methods of placing hot mix asphalt pavement shall conform to the requirements of Section 460 of the Massachusetts Standard Specifications.

CONSTRUCTION METHODS:

Materials and methods of placing hot mix asphalt pavement shall conform to the requirements of Section 460 of the Massachusetts Standard Specifications.

A. The paving plant used by the contractor for preparation of hot mix asphalt paving materials shall be acceptable to the City of Salem who shall have the right to inspect the plant and the making of the material.

B. All construction methods and materials shall be satisfactory to the City of Salem.
C. The contractor shall remove and acceptably dispose of all surplus and unsuitable material.

D. When installing permanent paving on a hot mix asphalt roadway the edges of the existing pavement shall be cut back 12 inches, or more as required, beyond the trench excavation wall or damaged area to sound undamaged material.  The edges shall then be straightened, cleaned, and painted with an accepted cutback asphalt to ensure a satisfactory bond between it and the newly placed surface courses.  The existing surface course shall be stripped from the bituminous concrete base course for at least a 6-inch width and trimmed square and straight so that new permanent surfacing shall be placed on undisturbed hot mix asphalt base course.  Existing pavement that will be under new pavement shall be painted with cutback asphalt to ensure a satisfactory bond.  The permanent pavement surface course shall overlap the existing pavement not less than 18 inches and be suitably feathered.

E. All top courses of permanent paving shall be applied with acceptable mechanical spreaders in widths of at least 9 feet.

F. Pavement shall be placed so that the entire roadway or paved area shall have a true and uniform surface, and the pavement shall conform to the proper grade and cross section with a smooth transition to existing pavement.

G. All manhole covers, catch basin grates, valve and meter boxes, curbs, walks, and walls shall be adequately protected and left in a clean condition.  Where required, the grades of manhole covers, catch basin grates, valve boxes, and other similar items shall be adjusted to conform to the finished pavement grade.

H. Placing of the mixture shall be as nearly continuous as possible and the roller shall pass over the unprotected end of the newly placed mixture only when the placing of the course is to be discontinued for such length of time as would permit the mixture to attain initial stability.  In all such cases, including the formation of joints as here specified, provision shall be made for proper bond with the new surface for the full specified depths of the courses.

All transverse joints, all longitudinal joints of the surface course shall be treated prior to laying the next lane of hot mix asphalt as follows:

The joint shall be coated with a hot poured, rubberized asphalt sealant meeting the requirements of Federal Specification Number SS-S-1401.

When using pavers in tandem, the use of the hot poured rubberized asphalt sealer may be omitted at the discretion of the City of Salem if the temperature of the mixture at the longitudinal joint does not fall below 200(F prior to the placement of the adjacent mat.  No re-heating of the joint shall be permitted.

The hot poured rubberized asphalt shall be applied to the joints from a double-jacketed heating kettle with a positive drive gear pump that is connected to a suitable applicator.  The nozzle of the applicator shall be set to deliver sufficient sealant to effectively bond and seal the transverse and longitudinal paving joint between two adjacent lanes of hot mix asphalt.

Longitudinal and transverse joints shall be made in a careful manner, well bonded and sealed, and true to line and grade.  Where as directed, transverse joints for all courses and longitudinal joints for the top course placed under this or previous contracts shall be cut back to expose the full depth of the course and, when the laying of the course is resumed, the exposed edge of the joint shall be treated as above.

In making joints along any adjoining edge such as curb, gutter or an adjoining pavement, and after the mixture is placed by the mechanical spreader, just enough of the hot material shall be placed by hand method to fill any space left open.  These joints shall be properly “set-up” with the back of a rake at the proper height and level to receive the maximum compaction.  The work of “setting-up” these joints shall be performed only by competent workmen.

Where and as directed, the first width of any course shall be placed not less than one foot wider than the first width of top course, and successive widths of top and as any other courses shall be so placed that there will be at least a one foot overlap between the joints in the top course and the other course.

The rolling of the successive widths of courses shall overlap and shall be performed so as to leave smooth, uniform joints and cross sections.
I. During the guarantee period, the contractor shall maintain the hot mix asphalt surface and shall promptly make good all defects such as cracks, depressions, and holes that may occur.  At all times, the surfacing shall be kept in a safe and satisfactory condition for traffic.  If defects occur in surfacing constructed by the contractor, the contractor shall remove all hot mix asphalt and base course affected and shall remove adjacent hot mix asphalt and base course as is necessary to properly correct the defect.  After removing hot mix asphalt surface course, the contractor shall correct the cause of the defect and replace the base course and hot mix asphalt in accordance with these specifications.

METHOD OF MEASUREMENT AND BASIS OF PAYMENT:  
Hot Mix Asphalt pavement will be measured by the actual number of tons placed.  Payment for work completed shall be at the contract unit price bid per tons within the limits of work. The unit price shall constitute full compensation for furnishing and installing the bituminous surface course complete as specified and/or detailed on the Drawings.
There will be no separate payment for the work of cut and match saw cutting, cleaning and sealing cracks and joints and applying emulsion tack coat, concrete curbs and gutters, vertical cut and match faces. The cost of this work shall be included in this bid item.

END OF SECTION
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