SAWING ASPHALT PAVEMENT

FOOT
DESCRIPTION: 

The work under this item shall conform to the relevant provision of Section 480 of the Massachusetts Standard Specifications and the following:

REFERENCES:

Materials and construction methods shall conform, insofar as applicable, to the requirements of the Massachusetts Standard Specifications for Highways and Bridges, dated 1988, together with all errata addenda, additional revisions, and supplemental specifications, all of which are hereinafter referred to as the Massachusetts Standard Specifications.

MATERIALS:


Material for this work shall conform to the requirements of relevant sections of the Massachusetts Standard Specifications.  

CONSTRUCTION METHODS: 

The work shall include the sawcutting of existing pavements or sidewalks at limits of 
work  or as directed by the Engineer.

Sawcutting equipment shall be approved by the Engineer prior to commencing work.

The existing pavement shall be sawcut where as directed and at all joints between existing and proposed pavements, pavement to remain, and to provide a uniform vertical surface for the proposed pavement joint with the existing pavement.

All edges of excavations made in existing pavements and driveways which will not be resurfaced and which will be visible shall be squared by sawcutting with power‑driven tools to provide a neat, clean edge for joining new pavement. Ragged, uneven edges shall not be accepted.  Areas which have been broken or undetermined shall be edged neatly with a minimum disturbance to remaining pavement.
Sawcut surfaces shall be sprayed or painted with a uniform thin coat of RS‑1 asphalt emulsion immediately before placement of asphalt against the surface.

Sawcut edges which become broken, ragged or undermined as a result of the Contractor's operations shall be re-sawcut prior to the placement of abutting proposed pavement at no additional cost to the Owner.

METHOD OF MEASUREMENT AND BASIS OF PAYMENT: 
Sawing pavements will be measured for payment by the linear foot on the pavement surface complete in place.

Sawing pavements will be paid for at the contract unit price per linear foot, which price shall include all labor, materials, equipment, and incidental costs required to complete the work.
END OF SECTION
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