ASPHALT PAVEMENT EXCAVATION BY COLD PLANER SQUARE YARDS
DESCRIPTION:  
The scope of this work is to prepare the surface by way of cold planing. The surface will be ready to accept a new wearing course of asphalt pavement materials. The foundation surface shall be cold planed to the proper grade as directed by the Engineer. The planed surface shall provide a smooth riding surface free from gouges, continuous grooves, ridges, oil film and other imperfections of workmanship and shall have a uniform surface appearance.

REFERENCES:

Materials and construction methods shall conform, insofar as applicable, to the requirements of the Massachusetts Standard Specifications for Highways and Bridges, dated 1988, together with all errata addenda, additional revisions, and supplemental specifications, all of which are hereinafter referred to as the Massachusetts Standard Specifications.

MATERIALS:


Material for this work shall conform to the requirements of Section 120 of the Massachusetts Standard Specifications.  

CONSTRUCTION METHODS:  

The asphalt surface being planed and profiled shall be removed to a depth, width, grade and cross-section as directed by the Engineer.


The loose material resulting from the operation shall become the property of the Contractor and disposed of at a Contractor-furnished disposal site.


The equipment for planing and profiling of pavement surface shall be a power-operated, track-propelled planing machine or a grinder capable of removing, in one pass, a layer of asphalt material 9 feet in width, with a minimum depth of cut equal to 2 inches or a thickness of asphalt concrete necessary to provide profile, cross slope and desired surface uniformly across the entire pavement surface.


The equipment shall be self-propelled with sufficient power, traction and stability to maintain accurate depth of cut and slope.  The equipment shall be capable of accurately and automatically establishing profile grades along each edge of the machine (within 1/8-inch more or less) by referencing from the existing pavement by means of a ski or matching shoe controlling cross slope at a given rate.


The machine shall be equipped with an integral loading and reclaiming means to immediately remove material being cut from the surface of the roadway and discharge the cuttings into a truck, all in one operation.  All planing machinery shall be equipped with dust control devices to prevent any dust produced in the cutting operation from escaping into the air.  This machine shall be equipped with a floating moldboard cutting device which is behind the mandrel and such moldboard must have an infinitely variable down pressure from 0-300 P.S.I.


The Contractor shall also have the necessary auxiliary grinding or milling machinery to perform the required curb cutting and trim cutting to reduce the amount of hand labor necessary to prepare the roadway foundation.

METHOD OF MEASUREMENT AND BASIS OF PAYMENT:  
The quantity of cold planing to be paid for under these Items shall be equal to the actual area cold planed, measured by the square yard, complete as indicated on the Drawings or as otherwise directed by the Engineer.    
Payment for work completed shall be at the contract unit price bid per square yard and shall include full compensation for all tools, machines and labor necessary for cold planning to the required depth from curb line to curb line and removal of asphalt cuttings, cutting all edges at limit of work and in front of curbs, berms, and at gutter lines; excavating around all utility castings in the roadway, mechanical sweeping of the entire road area to remove all remaining asphalt cuttings and debris, and all other work necessary to complete the work in a satisfactory manner 
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